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Engine displacement

208 cm?

Rated power

4,0 kW / 3.600 min*

I

Engine start 230V electric start + recoil

= =
Tank volume (capacity) 2,01 g\
Speeds 6 forward/2 reverse HEATED
Clearing width / intake height 61cm/53cm HAND GRIPS

Skid shoes

Heavy duty polymer — prevents scratches

Auger diameter / material

30 cm/steel W

Auger system 2-stage, with Xtreme-Auger segments —_y
Impeller diameter 30cm CHUTE
Grease fittings On auger bearings CONTROL
Chute rotation crank / 200°

Pitch control 2-way-lever

Wheel size (in inch) 15 x 5, X-Trac bolded, Winter tread

LpA / LWA / LwAg 85,5/97,6 /100 dB (A) WORKING
Vibration value hand/arm / K-factor 5,0/ 2,35 m/s? LIGHT
Dimensions (L/W/H) 137cm/65cm /111 cm

Net weight 84 kg

Model number 31AW5BKR603

SPECIAL FEATURES

© 2025 Cub Cadet. We reserve the right to make changes to prices, technical features and changes due to printing and other errors. |||I|I| |"| | || |I| | | || |
*Manufacturer’s warranty from Stanley Black & Decker Deutschland GmbH, limited to supplementary performance and according to the
warranty conditions (available at cubcadet.eu). 4 0084237852233
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